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e.One PHONO3VB 
MM/MC Phono Preamplifier 

 

 

 

 

The PHONO3VB brings the low 

noise and isolation of the VBS1 

and VB Power board to the 

circuitry that amplifies and 

conditions the most delicate 

signals in the audio reproduction 

chain - the phono cartridge 

output. 

      PHONO3VB Low Noise- Pure Performance 

The PHONO3VB RIAA preamplifier builds on the musical performance of the PHONO3 phono 

preamplifier architecture. Enhanced by the low noise and superior power supply performance of the VB 

Board the PHONO3VB reaches new heights of purity and dynamics and serves as is a complete high 

performance solution for the serious LP lover. 

Our VB Power board with its ultra-low noise SMPS feeds into ultra low noise analog supply regulators 

to ensure that the e.One PHONO3 audio circuits get low noise, wideband power for the highest musical 

resolution possible. 

Gain Settings of 40 or 60 dB provide compatibility with most cartridges. Input loading settings for both 

input resistance and capacitance provide optimum matching for a wide range of moving magnet and 

moving coil cartridges. Custom audio grade resistors, capacitors and gain stages provide a musical 

experience that will enhance the enjoyment of your LP collection. 

The heavy-gauge all-steel chassis design prevents mechanical resonance from compromising the 

audio signal quality. 

Green, low-heat, efficient isolated power supplies and a finely-tuned analog output stage make possible 

Bel Canto’s eco-friendly compact designs.  

Bel Canto music products are fine instruments that are musically satisfying, discrete and sleek enough 

to fit any room. 
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Specifications: 

 

 Bandwidth:    1 Hz-50 KHz +/- 3dB 

 RIAA Accuracy:    20 Hz-20 KHz +/- 0.2dB 

Signal to Noise Ratio 40 dB gain: >80 dB A weighted, re 5mV RMS in 

 Distortion @ 2 Volt RMS/1kHz:   <0.01% 

 Maximum Output Level:   9.5 V RMS 

Output Impedance:   100 ohms RCA 

 Input Impedance:   47K Ohms nominal (all Resistor Switches UP) 

 Gain Level Options:    40 dB (100X) and 60 dB (1000X) 

  

 

General: 

 

 Power Usage On:   5W 

 Power Usage Off:   0.0W 

 Power Requirement:   12VDC 

Dimensions:     8.75” W x 12.5” D x 3.5” H (223 mm x 318 mm x 88 mm) 

Weight:      13lbs. (6.2 kg) 

 
Features and specifications are subject to improvements and changes without prior notice. 
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